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Especificaciones técnicas
Material Latón
Precisión de boquilla 0.4 mm
Largo (aprox.) 9 mm
Rosca métrica 6M
Diámetro de filamento 1.75 mm
Compatibilidad Impresora Creality Ender-, Ender 5-S1 y Ender 3-V3

SE
Peso neto 3g
Peso bruto 5g

4004020054
BOQUILLA M6 DE ALTA VELOCIDAD CREALITY ENDER-7,

ENDER 5-S1 Y ENDER 3-V3 SE

DESCRIPCIÓN

Boquilla de latón para impresora 3D Ender-7,
Ender 5-S1 y Ender 3-V3 SE. Su estructura de
latón lo convierte en un elementoduradero y
resistente al desgaste y corrosión.
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AUTHORIZATION LETTER

To Whom it may Concern,

We SHENZHEN CREALITY 3D TECHNOLOGY CO., LTD Hereby officially authorizes AG
ELECTRONICA SAPI DE CV as one of our distributors in MEXICO. AG ELECTRONICA
SAPI DE CV as a Brand agent is entitled to resell all Creality’s Printer and related
accessories which includes both Ender and CR series through the below channels.

And allow to use the Brand of

https://www.agelectronica.com/

Authorization period : 2024.3.7- 2025.3.6

If you need to verify agency code ,or have any questions about this authorization, pls get contact
with becky@creality.com

Shenzhen Creality 3D Technology Co., Ltd

2024.3.7
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