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TUBO CALEFACTOR HOTEND 24V 40W COMPATIBLE CON
SERIES ENDER, CR, CT Y SERMOON

DESCRIPCION

Tubo calefactor con conexién estandarizada reforzada

CREAL' | Y confiable, de facil instalacion, compatible con una amplia

gama de impresoras.

Compatible con: Ender-6; CR-200B; Ender-3 Max; CR-5 Pro; CR-10S Pro; CR-10S ProV2; CR-10V2,;
CR-10 V3; CR-6SE; CR-6 MAX; Ender-3; Ender-3S; Ender-3 Pro; Ender-5 Plus; Ender-3 V2; CR-10
MAX; CR-X; CR-X Pro; CT-228; CR-2020; Sermoon D1; Ender-5; Ender 5 Pro

ESPECIFICACIONES
Especificaciones Técnicas
Peso de embalaje: 35¢g
Funcionamiento: 24V 40W
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Facil Instalacién con solo 4 pasos.

Stripped cable

Use alicates para presionar firmemente el tubo
de cobre para fijar el cobre

< T

Inserte los cables en la caja del tubo y
conéctelos juntos.

_———ea T Calentar con pistola de aire caliente o

encendedor.
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Solucion después de la contraccién por calor,
PID de depuracion bajo demanda después del
remplazo.

CONEXION ESTABLE Y CONFIABLE.

Operacion facil con tubo termorretractil transparente sin soldadura, el cable se puede envolver y
sellar herméticamente después de que el tubo retractil se derrita, impermeable, a prueba de fugas

eléctricas y resistente a altas temperaturas
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LARGA VIDA UTIL, ALTA EFICIENCIA TERMICA.

Cable calefactor interno resistente a altas temperaturas.
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AUTHORIZATION LETTER

To Whom it may Concern,

We SHENZHEN CREALITY 3D TECHNOLOGY CO., LTD Hereby officially authorizes AG
ELECTRONICA SAPI DE CV as one of our distributors in MEXICO. AG ELECTRONICA
SAPI DE CV as a Brand agent is entitled to resell all Creality’s Printer and related
accessories which includes both Ender and CR series through the below channels.

And allow to use the Brand of CREALITY

https://www.agelectronica.com/

Authorization period : 2024.3.7- 2025.3.6

If you need to verify agency code ,or have any questions about this authorization, pls get contact
with becky@creality.com

Shenzhen Creality 3D Technola


mailto:becky@creality.com
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