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CREALITY

Descripcion

CR-PETG-BLANCO
ROLLO FILAMENTO PETG 1.75 mm BLANCO P/IMPRESORA

Y

CREALITY

Filamento PETG de excelente calidad, facil de usar, excelente embobinado, sin burbujas, con altos

estandares de fabricacion.
Especificaciones

Diametro: 1.75 mm
Tolerancia: £0.02 mm

Peso del embalaje: 1.15 kg
Diametro del carrete: 200 mm
Ancho del carrete: 66 mm
Peso neto: 1kg

Burbuja: No

Color blanco

Nota: El filamento debe almacenarse en un ambiente
libre de humedad, ya que la humedad dafa al
filamento una vez retirado de su empaque al vacio. TOLERANCIA:
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Temperatura de impresion: 230°C-270°C
Temperatura de la cama: 60°C-80°C
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AG Electrénica S.A.P.l. de C.V.
Republica del Salvador N° 20 Segundo Piso
Teléfono: 55 5130 - 7210
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REALIZO: MMS
ESCALA:
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REV: JFRR
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TOLERANCIA:

ROLLO FILAMENTO PETG 1.75 mm
BLANCO P/IMPRESORA 3D
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Fecha:
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No. Parte: CR-PETG-BLANCO
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AUTHORIZATION LETTER

To Whom it may Concern,

We SHENZHEN CREALITY 3D TECHNOLOGY CO., LTD Hereby officially authorizes AG
ELECTRONICA SAPI DE CV as one of our distributors in MEXICO. AG ELECTRONICA
SAPI DE CV as a Brand agent is entitled to resell all Creality’s Printer and related
accessories which includes both Ender and CR series through the below channels.

And allow to use the Brand of CREALITY

https://www.agelectronica.com/

Authorization period : 2024.3.7- 2025.3.6

If you need to verify agency code ,or have any questions about this authorization, pls get contact
with becky@creality.com

Shenzhen Creality 3D Technola
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