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RF Coax Connectors

SMA Connectors (Continued)

PC Board Mount
Right-Angle Jack

Ref. Plane

11.6
[.458]

5.1
[.200] Typ.2.8

[.110]
Typ.

9.7
[.382]
Ref.

0.5
[.020]
Typ.

6.4
[.250]

Sq.

1.0
[.040]

Sq.
4 Plcs.

6.35
[.250     ]

± 0.25
± 0

13.5
[.530]

3.9
[.155] Ref.

Ø 1.3
   [.050]

15.24
[.600]

Max.

4.60
[.181]

Min.
Dia.

Max.9.65
[.380]

3.94
[.155]

11.68
[.460]

1.93 ± .05

[.076 ± .002]

1.27 ± .03

[.050 ± .001]

6.35
[.250]

Dia.1.02 ± .05

[.040 ± .002]
Typ.

PC Board Mount 
Vertical Jack

Ø 1.3
   [.050]

.250-36 UNS-2A

Ref. Plane

3.9
[.155]

13.5
[.530] 9.5

[.375] Ref.

5.1
[.200] Typ.

7.6
[.299]
Ref.

6.3
[.250] Sq.

1.0
[.040]

Sq.
4 Plcs.

6.35 ± 0.13

[.250 ± .005]
6.35 ± 0.13

[.250 ± .005]

1.27 ± 0.03

[.050 ± .001]

9.53 ± 0.13

[.375 ± .005]

19.94
[.785]

12.70
[.500]

12.70
[.500]

5.28
[.203]

Ø 0.63
   [.025]

3 Plcs.

Material & Finish Style No. Part No.
Stainless, Gold 1 1053354-1

Brass, Gold 2 221789-1
Brass, Gold 2 221789-3

Brass, Nickel Plate 3 6274096-1

Material & Finish Style No. Part No.
Stainless, Gold 1 1053378-1
Stainless, Gold 2 221790-1

Style 1

5.1
[.200]

2 Plcs.

Ø 1.7
   [.067]

5 Plcs.

Recommended
Mounting Holes

Style 2 Style 3

5.1
[.200]

2 Plcs.

Ø 1.7
   [.067]

5 Plcs.

Recommended
Mounting Holes

Style 1

Style 2

Note: Part Numbers are RoHS compliant except: � Indicates non-RoHS compliant.
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