
UT61+/UT161 SERIES
1000V True RMS Digital Multimeters
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UT61+ series are reliable true RMS digital mul�meters with display counts 6000
(UT61B+/D+) and 22,000 (UT61E+). It can measure up to 1000V AC/DC. Equipped with
audible and visible alarm, this series can provide warning  expecially when measuring
high voltage/current and temperature. 
UT161 series are CE cer�fied, suitable for the European market.

● True RMS
● Data hold/backlight
● Max/Min/Rela�ve mode
● USB communica�on
● Diode/con�nuity test
● NCV (audible/visual alarm)
● LoZ ACV (UT61D+/UT161D)
● LPF ACV/ACV+DCV/Transistor hFE (UT61E+/161E)
● Peak Hold (UT61D+/61E+/161D/161E) Gold plated test leads

Product net weight
Product size

Standard individual packing

Standard accessories

Standard quan�ty per carton
Standard carton measurement
Standard carton gross weight

350g
190mm x 90mm x 50mm

20pcs
Gi� box, cloth bag

UT61+ series: 480mm x 370mm x 365mm; UT161 series: 480mm x 370mm x 325mm
UT61+ series: 15.2kg; UT161 series: 17.8kg

Op�onal accessories Bluetooth/APP

Ba�ery, gold plated test leads, USB cable, temperature probe (UT61D+/161D),
mul�-purpose socket (UT61E+/161E), English manual

Range UT61B+/UT161B
Cer�ficates (UT161 series only) CE, RoHS, cETLus

UT61D+/UT161D

AC voltage (V) 1000V ±(1%+3) ±(1%+3) ±(0.8%+10)
±(0.5%+3)
±(1.2%+5)

±(1%+2)

±(1%+2)

±(3%+5)

±(0.1%+4)

±(2%+5)

6000
40Hz~500Hz

31 31 46

±(2%+5)
±(1%+3)
±(1%+6)
6000
40Hz~1kHz

±(3%+5)

±(0.1%+4)

±(0.5%+3)

±(1.2%+5)

±(1%+2)
±(1%+2)

±(0.8%+10)

±(0.5%+10)

±(0.5%+10)

±(3%+5)

±(0.01%+5)
±(2%+5)

22000
40~10kHz
√

√
√
√

√

√

±(0.05%+5)DC voltage (V)

AC current (A)

DC current (A)

Resistance (Ω)

Capacitance (F)

Frequency (Hz)

Duty cycle (%)

Temperature (°C/°F)

Display count
Bandwidth (Hz)
LPF ACV
LoZ ACV
ACV+DCV
Transistor hFE
Peak Hold
Analog bar
Category ra�ngs

1000V
10A
20A
10A
20A
60MΩ
220MΩ
60mF
220mF
10MHz
220MHz
0.1%~99.9%

CAT III 1000V, CAT IV 600V

-40°C~1000°C
-40℉~1832℉

UT61E+/UT161E

Power 1.5V ba�ery (R03) x 4

UT61E+

Para mayor información puede consultar el manual de usuario dando clic en el siguiente enlace:
https://meters.uni-trend.com/download/ut161b-d-e-user-manual/?wpdmdl=7166&refresh=62bedca8b12791656675496

https://meters.uni-trend.com/download/ut161b-d-e-user-manual/?wpdmdl=7166&refresh=62bedca8b12791656675496

